V-TAC’

INNOVATIVE LED LIGHTING

1P20/IP65 120°

VT-3528-60 White SMD 3528 60 12vDC 3.6W 0.3A
VT-3528-60 Warm White | SMD 3528 60 12vDC 3.6W 0.3A 1P20/IP65 120°
VT-3528-60 4000K SMD 3528 60 12vDC 3.6W 0.3A 1P20/IP65 120°
VT-3528-60 Red SMD 3528 60 12VDC | 36W 03A 1p20/IP65 | 120°
VT-3528-60 Green | sMD3528 60 12VDC | 36W 03A 1P20/1P65_| 120
VT-3528-60 Blue SMD 3528 60 12voC | 36W 0.3 1920/1P65_| 120"
VT-3528-120 White SMD 3528 120 12v DC 7.2W 0.6A 1P20/1P65 120"
VT-3528-120_| Warm White |_SMD 3528 120 12VDC | 72w 0.6A 1P20/IP65 | 120°
VT-3528-120 4000K SMD 3528 120 12vDC 7.2W 0.6A 1P20/IP65 120°
VT-3528-120 Blue SMD 3528 120 12v DC 7.2W 0.6A 1P20/IP65 120"
VT-3528-120 Red SMD 3528 120 12v DC 72W 0.6A 1P20/1P6S 120"
V1-5050-30 White | SMD 5050 30 12voc | asw 0.4A 1p20/IP65_| 120"
VT-5050-30 | Warm White | SMD 5050 30 12VDC |_a8w 04A 1P20/IP65_| 120"
VI-5050-30 4000K | SMD 5050 30 12VDC | 48w 0.4A 1p20/IP65 | 120°
VT-5050-30 Red SMD 5050 30 12VDC | 48w 0.4A 1P20/1P65_| 120"
VT-5050-30 Green SMD 5050 30 12vDC 4.8W 0.4A 1P20/1P65 120"
VT-5050-30 Blue SMD 5050 30 1voc | 48w 0.4A 1P20/1P65_| 120"
VI-5050-30 RGB SMD 5050 30 12v0C | 48w 0.4A 1P20/1P65_| 120
VT-5050-60 White | SMD 5050 60 12vDC | 108W | 075A 1P20/1P65_| 120"
VT-5050-60 | Warm White |_SMD 5050 60 12voc | 108W [ 075A 1p20/1P65_| 120"
VT-5050-60 4000K_|_SMD 5050 60 12vDC | 108W | 075A | IP20/ip65 | 120°
VT-5050-60 Red SMD 5050 60 12VDC | 108W | 075A | IP20/ipes | 120°
VT-5050-60 Green | SMD 5050 60 12vDC | 108W | 075A | iP20/ip65 | 120°
VT-5050-60 Blue SMD 5050 60 1vDC | 108W | 075A | iP20/ip65 | 120°
VT-5050-60 RGB SMD 5050 60 12voc | 108W | 075A | ip20/p65 | 120"
VT-5050-60 RGB+W SMD 5050 60 12vDC 108W 0.75A 1P20/IP65 120°
VT-5050-60 RGB+WW SMD 5050 60 12vDC 108W 0.75A 1P20/1P65 120
VT-5050-60 | RGB+4000K | SMD 5050 60 12VDC | 108W | o75A | IP20/iP65 | 120°
VT-5050-60 Yellow SMD 5050 60 12vDC 108W 0.75A 1P20/1P65. 120
VT-3014-204 White SMD 3014 204 12vDC 18w 15A P20 120
VT-3014-204 | Warm White| SMD 3014 204 12vDC 18W. 15A P20 120°
VT-3014-204 4000K SMD 3014 204 12vDC 18W 15A 1P20 120
VT-2835-204 White SMD 2835 204 12vDC 18W 1.5A P20 120
VT-2835-204 | Warm White | SMD 2835 204 1voc | 18w 15A 120 120°
VT-2835-204 4000K SMD 2835 204 12vDC 18w 1.5A 1P20 120
VT-5050-60-24 White SMD 5050 60 24v DC w 0.375A 1P20 120
VT-5050-60-24 | Warm White | SMD 5050 60 24V DC w 0.375A 1P20 120
VT-5050-60-24 4000K 5050 6C vV DC w 0.375A 1P20 X
V72835 White 2835 6 C | 36w ¥ 1P20/iP65 | 1
VT-2835. Warm White 2835 6 C 3.6W . 1P20/1P65 1
VT-2835. 4000K 2835 C 3.6W 1P20/1P65 1
V7783524 White 2835 7 C | 18w 120 1
VT-2835-24( Warm White 2835 2 C 18W. 1P20 1
VT-2835 24 4000K 2835 2 c | 18w P20 1
V1-2835-126 White SMD 2835 126 24V DC 8w 0.3A 1P20 120
VT-2835-126 | Warm White | SMD 2835 126 24V DC 3W 0.3A 1P20 120
2835-126 4000K SMD 2835 126 24V 0.3A -
V72835168 | White SMID 2835 168 24V 45A
|_VT-2835-168 |Warm White | SMD 2835 168 24V A
[ VT-2835-168 4000K SMD 2835 168 24V, A
[ Vr2s35238 | White | swiD2835 238 2V
[ V72835238 |Warm White | SMD 2835 238
[ V72835238 | 4000K | SMD 2835 238
v 70! 4000K SMD 700 21W 0.875A
v White SMD 700 21W 0.875A
Vv 'Warm White | SMD 700 21W 0.875A
VT-; White SMD 364 30W 1.25A
v Warm White |_SMD 364 30W 1.25A
[ VT2 4000K SMD. 64 30W A
[vr-cos 4000K 7 12 C [ nw 5A
[vrcos White I 12 24vDC | 1w A
[CVT-COBS: Warm White T 12 | 2avoC | W |
[_VT-COB -280 |Warm White I 280 24V ow [
[vT-coB 280 4000K T 280 24VDC | 10W | ¢
- COB -280 White I 280 24VDC | 10w | 0.
0B -421 _|Warm White 1 421 24V ow |
08421 T 421 20V FToT A
0B -421 White /s 421 24V ow | ¢ 1P20

REMARKS
1. IP20 can be used only indoors.
2. 1P65 can be used only indoors as well as outdoors (Not for signage use).

In case of any query/issue with the product, please reach out to us at: support@v-tac.eu
For More products range, inquiry please contact our distributor or nearest
dealers. V-TAC EUROPE LTD. Bulgaria, Plovdiv 4000, bul.L.Karavelow 98

(EN) SAFETY INSTRUCTION AND WARNINGS!

1) Please make sure to turn off the power before starting the installation. 2) Please cut the LED Strip Light according to the
cutting as shown in the cutting instructions. Cutting outside the marking will damage the product. Please cut only on the
dotted/scissor marking on the LED Strip Light. 3) LED Strip Light cannot be folded or twisted during the installation. DO NOT
turn on power until LED Strip Light is connected properly and well-installed. 4) DO NOT touch/cut the LED Strip Light when
power is on. 5) DO NOT power the LED Strip Light in roll/package.6) DO NOT install in water or flammable environment, and
make sure well ventilated. 7) DO NOT wrap or cover LED Strip Light with any objects. 8) Once the IP65 LED Strip Light is cut, it
loses its IP rating. To ensure and regain the IP rating kindly use the silicone glue. 9) Please use only approved accessories and
engage professional electrician for installation work. 10) Do not turn on the power supply until the lighting strip has been
properly installed. 11) Please do not use the product if any damage is found on the striplight. 12) Not to be used for a long
period of time is an environment with temperature exceeding 40°C. 13) Do not wipe the strip with organic solvent to avoid
damage to the insulation layer. 14) Install only by certified Electrician.

INSTALLATION

* Use only power supply DC: 12/24V

* In case when section is longer that 10M , we recommended to power strips from both ends

« When selecting appopriate power supply, please take into account , the electric power consumed by LED strips (kindly check
the technical data sheet)

During Installation
 Red wire should be connected to the positive(+) side of the power supply unit.
 Black wire should be connected to the negative(-) side of the power supply unit.

Connecting LED Strip with power supply

Power
Supply

AC Power

Connecting RGB LED Strip with power supply and LED Controller
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« IP20 can be used only indoors

(FR) CONSIGNES DE SECURITE ET AVERTISSEMENTS!

1) Veuillez vous assurer de couper le courant avant de commencer l'installation. 2) Veuillez couper la bande lumineuse & LED en
fonction de la découpe, comme indiqué dans les instructions de découpe. Couper en dehors du marquage endommagera le
produit. Veuillez ne couper que sur le marquage en pointillés/ciseaux de la bande lumineuse & LED. 3) La bande lumineuse a LED
ne peut pas étre pliée ou tordue pendant I'installation. NE PAS mettre sous tension avant que la bande lumineuse a LED ne soit
correctement raccordée et bien installée. 4) NE PAS toucher/couper la bande lumineuse a LED lorsque |'appareil est sous tension.
5) NE PAS ahmenter la bande lumineuse a LED en rouleau/paquet. 6) NE PAS installer dans I'eau ou dans un environnement
inflammable, et s'assurer d'une bonne ventilation. 7) NE PAS envelopper ou couvrir la bande lumineuse a LED avec des objets. 8)
Une fois que la bande lumineuse a LED IP65 est coupée, elle perd son indice de protection IP. Pour garantir et retrouver la classe
1P, veuillez utiliser la colle silicone. 9) Veuillez n'utiliser que des accessoires approuvés et faire appel a un électricien professionnel
pour les travaux d'installation. 10) Ne pas mettre sous tension avant que la bande lumineuse ne soit correctement installée et
isolée. 11) Veuillez ne pas utiliser le produit si vous constatez des dommages sur la bande lumineuse. 12) Ne doit pas étre utilisé
pendant une longue perlods dans un environnement dont la température dépasse 40°C. 13) N'essuyez pas la bande avec un
solvant organique pour éviter d'endommager la couche d'isolation. 14) Installation uniquement par un électricien certifié.

INSTALLATION

o Utiliser uniquement une alimentation en CC: 12/24V

» Au cas oU la section est plus longue que 10 métres, nous recommandons d'alimenter la bande des deux extrémités.

o Lors de la sélection de I'alimentation électrique appropriée, veuillez prendre en considération I'énergie électrique consommée par
les bandes a LED (veuillez vérifier la fiche technique).

Au cours de l'installation:
o Le fil rouge doit étre raccordé au coté positif (+) du bloc d'alimentation
o Le fil noir doit étre raccordé au coté négatif (-) du bloc d'alimentation

Raccordement des bandes aLEDal

électrique

AC Power
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Supply
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RGB Strip Light
Observations:
« IP20 peut étre utilisé uniquement & l'intérieur.

In case of any query/issue with the product, please reach out to us at: support@v-tac.eu
For More products range, inquiry please contact our distributor or nearest
dealers. V-TAC EUROPE LTD. Bulgaria, Plovdiv 4000, bul.L.Karavelow 9B
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Y-TAC
INNOVATIVE LED LIGHTING

WEEE Number:80133970

LED STRIP LIGHTS
INSTRUCTION MANUAL

Vv
RoHS

This marking indicates that this
product should not be disposed
of with other household wastes.

Caution, risk of electric
shock.

(BG) MHCTPYKLIUM 3A BE3OMACHOCT U NPEAYNPEXAEHUSA!

1) Mons yeepere Ce, ue CTe M3KIOUMAM 3aXPaHBAHETO NPeaV Aa 3aMOYHeTe WHCTanaumsTa. 2) Mons cpexere cBeTOANOAHATA
OCBETUTENHA NeHTa CbINacHo CXeMaTa 3a NPeKbCBaHe, nokasaHa B MHCTPYKUMKTE 33 cpsi3saHe. CpA3BaHeTO W3BbH MapkupoBKaTa
e AoBesie 10 NOBPEXAaHe Ha NPoAyKTa. Mons cpexere caMo 0T6ens3aHaTa C NYHKTUP/HOXMUA MApKMPOBKa Ha CBETOAWOAHATA
ocBeTUTeNHA neHTa 3) CBeToANOAHaTa OCBETUTENHA NeHTa He Moxe Aa 6bae CrbBaHa uin yCyksaHa no Bpeme Ha MoHTaxa. HE
BKNIOUBANITE 3aXPaHBaHeTO A0KaTO CBETOAMOAHATA OCBETUTE/IHA NIEHTA € HAANEXHO CBbP3aHa u MHCTanupaa. 4) HE
[0KOCBaiiTe/Cps3BaiiTe CBETOANOAHATA OCBETUTENHA JIEHTA NP BKIOUEHO 3axpaHBate. 5. HE Bk/iloyBaliTe B 3aXpaHBaHeTo
CBETOAMOAHA OCBETUTENHA NIeHTa A0KaTo € HaBKTa Ha pyno/s onakoska. 6) HE uHcTanupaiite Bb8 Boga UM 3ananurenHa cpeaa u
ce yseperte, ye e fo6pe BeHTUMpPaHa. 7) HE yBuBaiiTe Un NoKPUBaiiTe CBETOAMOAHATA OCBETUTENHA JIEHTA C KaKBUTO U Aa &
nipeameTy. 8) Cnef KaTo CpexeTe CBETOAUOAHATA OCBETUTENHA fleHTa IP65, TR rybu CBOS PEMTUHT 33 3aLUMTa OT Bb3ACAHCTBMETO Ha
okonHara cpesa (IP rating). 3a Aa rapaHTVpaTe 1 3a 4a Bb3CTAHOBWTE PEITHHI 33 3alLWTa OT BL3ALHCTBUETO HA OKONHaTa cpesa,
MO/t U3N0/3BAITE CUJIMKOHOBO NENUNO. 9) Mons u3non3egaiite camo O,QOSPEHM akcecoapu un aHFa)KMpaMTE HPO¢ECMOHEHEH
©NEKTPOTEXHWK 33 MOHTaXHUTE paboTu. 10) He BKloyBaiiTe e/eKTpo3axpaHBaHeTo, AOKaTo CBETOAMOAHATA NEHTa He 6bae
HBNEXHO UHCTaNMpaHa 1 n3onupara. 11) Monsi He u3nonasaiite NPOAyKTa, ako 6bAaT yCTaHOBEHM WeTW Mo CBETOAUOAHATA
neHta. 12) [la He ce U3MN0n3Ba 3@ NPOAL/MKUTENEH MEPUOA OT BPEME B Cpejia C TeMnepaTypa Haaxebpnatila 40 rpagyca no Liensuii.
13) He u3TpuBaiiTe NeHTaTa C OpraHUyeH pasTeopuTen, 3a Aa u3berHeTe WeTH No M301aUMOHHUS nnacT. 14) [la ce WHCTanupa camo
OT CepTUGMUNPaH eNeKTPOTEXHUK.

MOHTAX

» [la ce usnonssa camo DC 3axpaHBally U3TOYHUK: 12/24V

* AKO CexLmsTa e no-gbAra o 10 MeTpa, e NPenopbUNTENHO NEHTaTa Aa Ce 3aXpaHBa OT ABaTa Kpas.

o Mpu U360p Ha NOAXOAALL 3aXPaHBaLL U3TOUHMK, MONA A3 Ce MMa NPeABUA eNeKTPUYECKaTa MOWHOCT, KOHCYMUpaHa ot LED
JleHTUTE (NpoyeTeTe TexHUYeckuTe cneundukaumm)

Mo Bpeme Ha MOHTaXa:
 YepBeHnsT NPOBOAHMK Ce CBLP3Ba C MONOXUTENHATA (+) CTPaHa Ha 3aXpaHBallys N3TOUHNK.
 YepHusIT NPOBOAHMK Ce CBbP3Ba C OTpUUaTeNHaTa (-) CTPaHa Ha 3axpaHBalums M3TOUHMK.

Cebp3BaHe Ha LED nedTara cbC 3axpaHBaly U3TOUHMK
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3abenexku:

» IP20 Moxe fa ce U3nosi3Ba Camo Ha 3aKpuTo.

(HR) UPUTE O SIGURNOSTI I UPOZORENJA!

1) Prije ugradnje, molimo, provjerite jeste li iskljucili strujno napajanje. 2) Molimo, izrezite LED rasvjetnu traku prema dijagramu
prekida, prikazanom u uputama za rezanje. Rezanje izvan oznake osteti¢e proizvod. Odrezite samo na oznaci s to¢kama / skarama
na LED rasvjetnoj traci 3) LED rasvjetna traka ne moze se preklapati ili uvijati tijekom instalacije. NEMOJTE uklju¢ivati strujno
napajanje sve dok LED rasvjetna traka nije pravilno spojena i instalirana. 4) NEMOJTE dodirivati / rezati LED rasvjetnu traku dok je
strujno napajanje uklju¢eno. 5) NEMOJTE ukljucivati LED rasvjetnu traku u strujno napajanje dok je namotana na kolut/ paket. 6)
NEMOIJTE ugradivati u vodu ili u zapaljivom okruzenju i pobrinite se da je prostorija dobro prozracena. 7) NEMOJTE omotavati i
pokrivati LED rasvjetnu traku bilo kojim predmetima. 8) Nakon Sto odrezete LED rasvjetnu trake IP65, ona gubi svoju razinu za
zastitu okolisa (IP rating). Da biste omgurah i vratili razinu zastite okolida,molimo, upotrijebite silikonsko ljepilo. 9) Molimo, koristite
samo odobrenu dodatnu opremu i angazirajte strucnog elektricara za poslove ugradnje. 10) Nemojte ukljucivati strujno napajanje
sve dok LED rasvjetna traka nije pravilno instalirana i izolirana. 11) Molimo, ne koristite proizvod ako ustanovite ostec¢enje na LED
rasvjetnoj traci. 12) Ne uporabljujte dulje vrijeme u okruzenju s temperaturom vecom od 400C. 13) Ne briSite traku organskim
otapalom, da ne biste ostetili izolacijski sloj. 14) Ugradnju izvodi samo ovlasteni elektricar.

INSTALACIII

« Koristite jedino napajanje sa iizravnom strujom: 12/24V

 Ukoliko je sekcija duza od 10 metara, preporucujemo da napajanje spojite sa obje strane trake.

« Tijekom izbora odgovarajuceg napajanja, uzmite u obzir elektri¢nu energiju koju koriste LED trake (molimo pogledajte tehnicke
specifikacije).

Za vrijeme instalacije:

« Crveni kabel trebate prikljuciti na pozitivnu (+) stranu uredaja napajanja.

 Crni kabel trebate prikljuciti na negativnu (-) stranu uredaja napajanja.

Povezivanje LED traka sa napajanjem
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Primjedbe:
» IP20 se moZe koristiti samo na zatvorenom.

In case of any query/issue with the product, please reach out to us at: support@v-tac.eu
For More products range, inquiry please contact our distributor or nearest
dealers. V-TAC EUROPE LTD. Bulgaria, Plovdiv 4000, bul.L.Karavelow 9B



